
FTB 360i Beacon 
LED Integrated Controller L-864 

Application  

Features/Benefits  
Fast and easy installationðsimply mount integrated unit and connect 
single cable.  
Community friendly patented optics eliminate ground scatter.  
Visual indicators provide instant operational status 
Configurable to sync with other beacons. 
Advanced design has no moving parts 
Uses only 10 watts in flash mode (20 steady) 
Universal power supply 
Modular design 
Flash brand FREP power cable (TC rated) 

 

Green  Status Indicators show when:  
Input power present 
Beacon operation is confirmed 
GPS  signal is acquired 

 
Red Alarm Indicators show when: 

Beacon outage occurs 
Photocell transition is delayed 
GPS signal is interrupted 

STATUS INDICATOR  

ETL Certified to FAA AC 150/5345-43F 
Compliant with Canadian Aviation Regulation (CAR 621.9) 
International Civil Aviation OrganizationðICAO (Annex 14-
fourth edition, July 2004 
 
Meets U.S. Fish and Wildlife Services recommendation for 
proposed rule making to the FCC (WT Docket No. 03-187, 
FCC 06-164) regarding the protection of migratory birds 

The Flash Technology FTB 360i is designed specifically 
for wind turbine installations to meet FAA AC 70/7460-
1K . The components of a lighting system are combined 
into one compact enclosure, significantly reducing 
installation time and complexity. It readily interfaces with 
existing installations and easily replaces older 
technology, typically using the existing mounting 
bracket.  

The beacon is certified via ETL to withstand conditions 
such as: temperatures ranging from ï40 to +55 degrees 
Celsius, wind blown rain, winds in excess of 150 mph, 
high humidity, salt fog, and ultra violet light.  

The Universal power supply has been designed to 
withstand most power fluctuations improving the 
operational life of the equipment. In addition, robust 
surge suppression is added to the unit to protect it from 
voltage and over current scenarios. 



FTB 360i Beacon 
Specifications 

Mounting Information  

Power and Dimensions  Power and Alarm Connections  

Wiring the Beacon  

Terminal Wire Color 

Power - (120: Line / 240V: L1)         Black 

Power - 120V: Neutral / 240V: L2) White 

Power - Earth Ground Green 

Monitoring - Common Red 

Monitoring - Normally Closed Orange 

Input Voltage Range  120-240VAC 

Input Current   0.3 to 0.8A RMS 

Wattage   20W rated (10 watts eq) 

Frequency   50/60Hz 

Weight    21 lbs (9.5kg) - Beacon 

Height    8.4 inches (21.3cm) 

Width    15.0 inches (38cm) 

The beacon is supplied with a 50 foot Power & Alarm 

Cable pre-wired to the internal electronics to facilitate 

installation. The only connection required is Power 

(120 / 240 VAC, 50/60 Hz) and Ground. The ground 

wire must be connected for proper operation and pro-

tection of the Beacon. The two dry contact Monitoring 

connections permit monitoring of Beacon operation and 

are closed when the Beacon is operating normally and 

no fault is detected. 

BeaconðBottom View 


